20030327.ba v03_n470.bam.20030327

>From ???@??? Thu Mar 27 19:01:08 2003 -0600
Message-Id: <200303280101.h2S114JD018881@sco.theporch.com>
Date: Thu, 27 Mar 2003 19:00:45 CST
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3470

			    BOATANCHORS Digest 3470

Topics covered in this issue include:

  1) Re: Voltage dependent capacitors
	by "Barry L. Ornitz" <ornitz@tricon.net>
  2) Coming to an Electrolytic Near You? 
	by "Ed White" <wa3bzt@wserv.com>
  3) Re: Coming to an Electrolytic Near You? 
	by "Arden Allen" <gumbear@pacbell.net>
  4) Headphone cord tips
	by Smith <smithab11@comcast.net>
  5) RE: Headphone cord tips
	by "Ed Sieb" <esieb@sympatico.ca>
  6) HP 130B 'SCOPE MANUAL NEEDED
	by JOHN.SEHRING@ecunet.org
  7) KROHN-HITE 5700 FUNCTION GEN--NEED PAPER
	by JOHN.SEHRING@ecunet.org
  8) B&W Model 400 Distortion Meter
	by Dave Hollander <n7rk@cox.net>
  9) Re: B&W Model 400 Distortion Meter
	by Scott Robinson <spr@earthlink.net>
 10) Re: Headphone cord tips
	by "Ned Ely" <adcinfo@ghg.net>
 11) Re: Shure Microphone Accessory P/N A86A
	by Larry Bearse <lbearse@rcn.com>
 12) K6KPH OTA For Marconi Day
	by "Richard Dillman" <ddillman@igc.org>
 13) RE:Lamb noise silencer articles
	by "JAMES T HANLON" <knjhanlon@msn.com>
 14) Grille cloth ... and more
	by "Herbert M. Rosenthal" <herbrose@comcast.net>
 15) RE:Lamb noise silencer articles
	by "David L. Thompson" <thompson@mindspring.com>
 16) What's a VT-255??
	by Kim Herron <kherron@voyager.net>
 17) Re: What's a VT-255??
	by <plmills@attglobal.net>
 18) Re: What's a VT-255??
	by William Donzelli <aw288@osfn.org>
 19) Re: What's a VT-255??
	by "Ed Zeranski" <ezeran@concentric.net>
 20) Lamb silencer
	by "philip" <dgnova@erols.com>
 21) KROHN-HITE 5700 PAPER
	by JOHN.SEHRING@ecunet.org
 22) KROHN-HITE #5700 PAOER
	by JOHN.SEHRING@ecunet.org
 23) BC-610 rf bias problem, help
	by "Jason Login" <jlogin@mindspring.com>

----------------------------------------------------------------------
Message-ID: <005901c2f28d$d296bd80$125362d8@naxs.com>
From: "Barry L. Ornitz" <ornitz@tricon.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Arden Allen" <gumbear@pacbell.net>
Subject: Re: Voltage dependent capacitors
Date: Tue, 25 Mar 2003 00:17:23 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Scott Robinson wrote the followng words of wisdom in reply to 
a post by Arden:

> If we are getting into modern capacitors, let me add that 
> the tiny high-capacitance X7R and Z5U ceramics (these are 
> descriptions of the type of ceramic used) are good for 
> NOTHING but bypasses.  They are from new quite leaky and 
> have a large voltage coefficient of capacitance.  Use them 
> only for power bypassing; NPO/COG types or plastic film caps 
> are the right choice for anyting else.

High capacitance ceramics do not necessarily have very high 
leakage currents, but still they generally have higher DC 
leakage than do NPO ceramic capacitors.  Scott notes that they 
DO have a large voltage coefficient.  This means that their 
capacitance is a function of the applied voltage, making them 
utterly useless in tuned circuits.  Another characteristic of 
these high dielectric constant ceramics (often greater than 
100) is their piezoelectric nature.  They change dimensions 
with applied voltage, and they generate a voltage if their 
dimensions are changed.  

These capacitors should be ideal for the golden-eared 
audiophools: they can "sing" with applied voltage, they are 
microphonic leading to interesting acoustic feedback, and the 
frequency response of an amplifier using them for coupling can 
be dependent on the signal amplitude.  Add these 
characteristics to the wonderful distortion produced by 
overdriven vacuum tubes and you can see why old tube electric 
guitar amps are so popular!  :-)

Something lots of folks forget is that electrolytic capacitors 
also show interesting voltage dependent effects.  Most of us 
are familiar with the fact that if a 400 volt electrolytic 
capacitor is used in a circuit with only 300 volts across it, 
the capacitor's voltage rating will slowly drop to only 300 
volts.  But as it does this, the capacitance usually 
increases.  The complex issue is that capacitance increases 
much slower than the voltage rating decreases (which is still 
pretty slow - often a year or more).

On a shorter term scale, electrolytic capacitors have quite 
high dielectric absorption.  This characteristic is associated 
with a time scale of tens of milliseconds to several minutes.  
Thus electrolytic capacitors should never be used in precision 
timing applications or in audio service (except perhaps as 
bypass capacitors).

To go back to Arden's capacitor, I would guess he is seeing 
some sort of electrolytic conduction in his bad capacitor.  As 
experiment, I hope Arden can cook this capacitor in an oven at 
about 180 F for an hour and make his test again.  This won't 
cure the capacitor, but if the leakage drops significantly, it 
does imply a moisture dependent electrolytic chemical process.

The leakage seen in old paper capacitors is also often due to 
electrolytic conduction in the paper after moisture has slowly 
diffused into the capacitor.  The old waxed paper capacitors 
are particularly bad about this as their sealing is extremely 
poor.  But as with the ceramic capacitor Arden talked about, 
cooking off this water is only a very temporary fix.

        73,  Barry L. Ornitz     WA4VZQ     ornitz@tricon.net

------------------------------
Message-ID: <01c501c2f2d7$93fc4870$68bc69ce@EWHITE>
From: "Ed White" <wa3bzt@wserv.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Coming to an Electrolytic Near You? 
Date: Tue, 25 Mar 2003 09:05:21 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Check this page out Looks like the Asian countries have dump a bunch of bad
capacitors on the market
Ed
WA3BZT



http://www.niccomp.com/taiwanlowesr.htm

------------------------------
Message-ID: <003b01c2f2e6$7eaafc50$a9e57443@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Coming to an Electrolytic Near You? 
Date: Tue, 25 Mar 2003 07:51:23 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

You got a problem with "free" enterprise???

Arden Allen
KB6NAX
Vallejo, CA
gumbear@pacbell.net

----- Original Message -----
From: "Ed White" <wa3bzt@wserv.com>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Tuesday, March 25, 2003 6:05 AM
Subject: Coming to an Electrolytic Near You?


> Check this page out Looks like the Asian countries have dump a bunch of
bad
> capacitors on the market
> Ed
> WA3BZT
>
>
>
> http://www.niccomp.com/taiwanlowesr.htm
>

------------------------------
Date: Tue, 25 Mar 2003 11:36:45 -0500
From: Smith <smithab11@comcast.net>
Subject: Headphone cord tips
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <001701c2f2ec$b9a1fd80$daf22144@dover01.de.comcast.net>
MIME-version: 1.0
Content-type: text/plain; charset=Windows-1252
Content-transfer-encoding: 7BIT

Where is a source for purchasing  the  non-insulated headphone cord tips.
Tip size is approximately .080.

Breck k4che

------------------------------
From: "Ed Sieb" <esieb@sympatico.ca>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Headphone cord tips
Date: Tue, 25 Mar 2003 12:00:30 -0500
Message-ID: <LOBBJHOLOOHLIPLONIAFGEGNGKAA.esieb@sympatico.ca>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="Windows-1252"
Content-Transfer-Encoding: 7bit


I got mine at "Playthings of the Past":
http://www.oldradioparts.com/2a15fl.txt

Main page:
http://www.oldradioparts.com/

>From their catalog:
"1113-012 PHONE TIPS    PKG OF 10 FOR...........       (NEW)        7  2.25
 1113-013 PHONE TIPS    SHORTER TYPES,INSIDE BALDWINS  20  0.10 "


Alternatively, you can Goggle on "Phone tips", and see what pops up.
Good  luck,

Ed, VA3ES
  
Smith  inquired: 
> Where is a source for purchasing  the  non-insulated headphone cord tips.
> Tip size is approximately .080.
> 
> Breck k4che
> 
> 

------------------------------
Date: Tue, 25 Mar 2003 12:38:04 -0500 (EST)
Message-Id: <200303251738.h2PHc4RT208932@ecunet.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: HP 130B 'SCOPE MANUAL NEEDED
From: JOHN.SEHRING@ecunet.org

To: boatanchors@theporch.com

Fellow Filamentarians,

Looking to *borrow* the service & ops manual for HP 130B 'scope.

I know that this is a big manual & valuable.  My proposal is, if necessary,
to give the borrower sufficient depo$it for security & trust purposes.  I
will then make a copy on my own copier & return.

Anybody?

 -John Sehring (Tue, Mar 25, 2003, 11:32 am @ Beresford SD)  UCC  WB0EQ
              "Live long and prosper."  -John 10.10b (adapted)

------------------------------
Date: Tue, 25 Mar 2003 12:57:03 -0500 (EST)
Message-Id: <200303251757.h2PHv334151740@ecunet.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: KROHN-HITE 5700 FUNCTION GEN--NEED PAPER
From: JOHN.SEHRING@ecunet.org

To: boatanchors@theporch.com

Caution:  Ref to sand-state equipment follows.  This material may not be
suitable for all age groups.  Parental discretion is strongly advised.
Material may produce strong emotional reactions.  This material has been
rated XXX.

Just picked up a nifty little Krohn-Hite #5700 Function Generator at a
hamfest.  .002 Hz to 2 MHz sine, triangle, square wave output.

Sadly, no paperwork.  Anyone?  Thanks.

 -John Sehring (Tue, Mar 25, 2003, 11:49 am @ Beresford SD)  UCC  WB0EQ
              "Live long and prosper."  -John 10.10b (adapted)

------------------------------
Message-ID: <3E80EF88.B6B4507C@cox.net>
Date: Tue, 25 Mar 2003 17:08:41 -0700
From: Dave Hollander <n7rk@cox.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: B&W Model 400 Distortion Meter
Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac-creator="4D4F5353"
Content-Transfer-Encoding: 7bit

Is anyone familiar with the B&W Model 400 Distortion Meter. I picked one
up and can not find anything on this unit.

Here is a link to a  photo of what it looks like

http://members.cox.net/radiostuff9//bw400.jpg


Thanks,

Dave N7RK

--
***********************************************************
Dave  N7RK                    http://members.cox.net/n7rk
Phoenix, Arizona         *DXCC Honor Roll*    *WAZ#23 - 75 Meter SSB*

            ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZM0AJN, WB6NRK, WN6IWX

Boatanchor Collector Extraordinaire preferring Hallicrafters, National
and what ever else looks interesting!

------------------------------
Message-Id: <5.1.0.14.0.20030325173944.01d38730@mail.earthlink.net>
Date: Tue, 25 Mar 2003 17:41:13 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Scott Robinson <spr@earthlink.net>
Subject: Re: B&W Model 400 Distortion Meter
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

Dave,

For a manual, try:

http://www.radioera.com/b-manuals.htm

or

http://www.w7fg.com/manual.txt


Regards,

Scott

PS-Google provides!

At 05:08 PM 3/25/2003 -0700, you wrote:
>Is anyone familiar with the B&W Model 400 Distortion Meter. I picked one
>up and can not find anything on this unit.
>
>Here is a link to a  photo of what it looks like
>
>http://members.cox.net/radiostuff9//bw400.jpg
>
>
>Thanks,
>
>Dave N7RK
>
>--
>***********************************************************
>Dave  N7RK                    http://members.cox.net/n7rk
>Phoenix, Arizona         *DXCC Honor Roll*    *WAZ#23 - 75 Meter SSB*
>
>             ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZM0AJN, WB6NRK, WN6IWX
>
>Boatanchor Collector Extraordinaire preferring Hallicrafters, National
>and what ever else looks interesting!

------------------------------
Message-ID: <009301c2f33d$63865da0$8545f340@adcinfo>
From: "Ned Ely" <adcinfo@ghg.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <xtalman@xtalman.com>
Subject: Re: Headphone cord tips
Date: Tue, 25 Mar 2003 20:14:07 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="Windows-1252"
Content-Transfer-Encoding: 7bit

Contact Lance Borden, WB5REX, proprietor of Borden Radio at
http://home.swbell.net/wb5rex/xtalman/.

He has the tips and MANY other goodies. The tips are $0.53 each or $1.00 per
pair.

Ned Ely
----- Original Message -----
From: "Smith" <smithab11@comcast.net>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Tuesday, March 25, 2003 10:36 AM
Subject: Headphone cord tips


> Where is a source for purchasing  the  non-insulated headphone cord tips.
> Tip size is approximately .080.
>
> Breck k4che
>

------------------------------
Message-Id: <4.3.2.7.2.20030325211427.00e27b60@pop3.norton.antivirus>
Date: Tue, 25 Mar 2003 21:30:07 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Larry Bearse <lbearse@rcn.com>
Subject: Re: Shure Microphone Accessory P/N A86A
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed



         Hi Liles. I believe that it is a matching transformer. A Shure mic 
that I bought at a garage sale had one of those transformers inline on the 
cable. I just now looked up a similar transformer in a 1965 Lafayette 
catalog. It is a Shure model 502A . The little image looks just like the 
A86A, and it says: "Matches 50, 250, or 500 to Hi-Z amplifier input. 
40-20,000 cps +/- 1 db. MC-4 connectors. 2 7/8" x 2" dia." The price was 
listed as $10.29. Doesn't mean that the A86A is the same thing, but it 
probably is similar.
       Hope this helps.........Larry

------------------------------
From: "Richard Dillman" <ddillman@igc.org>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Tue, 25 Mar 2003 19:22:07 -0800
MIME-Version: 1.0
Subject: K6KPH OTA For Marconi Day
Message-ID: <3E80AC5F.19699.2A1E6D8@localhost>
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7BIT
Content-description: Mail message body


K6KPH ON THE AIR FOR INTERNATIONAL MARCONI DAY

The Maritime Radio Historical Society is pleased to announce that 
K6KPH will be on the air on 26 April 2003 to participate in the 
annual International Marconi Day commemorative event.   

International Marconi Day takes place each year on a weekend close to 
the birthday of the great radio pioneer Guglielmo Marconi.  The event 
is organized by the Cornish Amateur Radio Club which offers awards to 
stations in various classes.   See their Web site at  

<http://www.gb4imd.co.uk/> 

for details.  

K6KPH uses the original transmitters, receivers and antennas of 
famous ex-RCA coast station KPH.  The transmitters are located at the 
transmitting station founded by the American Marconi Co. in 1913 at 
Bolinas, CA.  The receivers and operators will be at the KPH 
receiving station about 20 miles north at Pt. Reyes, CA.    

K6KPH transmitting frequencies will be 7050, 14050 and 21050kc.  
3545kc may also be activated if conditions warrant.

The primary transmitters will be 1950s vintage RCA "L" sets with more 
modern  Henry 5000D-HF transmitters acting as backup.  Power output 
will be 1.5kW on all frequencies.  Antennas are a double extended 
Zepps on 3.5 and 7Mc, H over 2s on 14 and 21Mc.    

K6KPH will begin operations on 26 April at 1700GMT  (1000PDT).  

The actual International Marconi Day event runs from From 0000GMT on 
26th April 2003 to 2359GMT, 26th April 2003.

Commercial practices and procedures will be used as much as possible 
to give amateurs the experience of working a real coast station.  
Messages will be on hand in the message rack for those stations that 
inquire QRU? during their contact. All operators will be commercially 
licensed.  Ex KPH, KFS and and NMC ops may be at the key, depending 
on their schedules.    

K6KPH QSLs and reception reports may be sent to:

Ms. DA Stoops
P.O. Box 381
Bolinas CA  94924-0381
USA

Special Note: KPH will be on the air on its original commercial 
frequencies for the fourth annual "Night of Nights" on 12 July 2003, 
the anniversary of the last commercial Morse message in America.

KPH and K6KPH are operated by the Maritime Radio Historical Society 
in cooperation with the Point Reyes National Seashore,  part of the 
US National Park Service.  Please visit our Web site at the URL below 
for further information.

VY 73

Richard Dillman "RD"

======================================               
Richard Dillman, W6AWO
Member of the Maritime Radio Historical Society
<http://www.radiomarine.org>
Collector of Heavy Metal:
Harleys, Willys and Radios over 100lbs.
======================================


======================================               
Richard Dillman, W6AWO
Member of the Maritime Radio Historical Society
<http://www.radiomarine.org>
Collector of Heavy Metal:
Harleys, Willys and Radios over 100lbs.
======================================

------------------------------
From: "JAMES T HANLON" <knjhanlon@msn.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE:Lamb noise silencer articles
Date: Tue, 25 Mar 2003 20:38:00 -0700
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="----=_NextPart_001_0003_01C2F30E.6D39EE40"
Message-ID: <BAY4-DAV111Kuu8FZgN00007a30@hotmail.com>


------=_NextPart_001_0003_01C2F30E.6D39EE40
Content-Type: text/plain; charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable

Scott,

I suggest you go to the ARRL web page and do a search on their QST articl=
e database for articles written by James Lamb.  His noise silencer articl=
e should come up in the 1933 to 35 time frame.  If there was also and IRE=
 article it should be referenced there.

Jim, W8KGI

------=_NextPart_001_0003_01C2F30E.6D39EE40
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

------=_NextPart_001_0003_01C2F30E.6D39EE40--

------------------------------
Date: Tue, 25 Mar 2003 23:30:06 -0700
From: "Herbert M. Rosenthal" <herbrose@comcast.net>
Subject: Grille cloth ... and more
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <3E8148EC.CAB32848@comcast.net>
MIME-version: 1.0
Content-type: text/plain; charset=us-ascii
Content-transfer-encoding: 7BIT

I stumbled across this site and recommend you take a look:  http://www.grillecloth.com/pages/g33.html

Lots more than just cloth.. it will keep you reading for an hour.

Herb Rosenthal W5AN

------------------------------
Message-ID: <004201c2f3c1$10ccf360$ce8e56d1@default>
From: "David L. Thompson" <thompson@mindspring.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE:Lamb noise silencer articles
Date: Wed, 26 Mar 2003 12:56:43 -0500

A better noise silencer was written about in a 1959 or 60 QST.  This circuit
is in my RME 6900 and is active on CW and SSB as well as AM.  The RME 6900
review (early 1961 QST)by E. Laird Campbell references the actual circuit.

Dave K4JRB

------------------------------
Message-Id: <5.2.0.9.0.20030326145815.009ec590@mail.voyager.net>
Date: Wed, 26 Mar 2003 15:03:00 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Kim Herron <kherron@voyager.net>
Subject: What's a VT-255??
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

Hi Gang!!

     I've uncovered a number of VT-255's.  They appear to be new, and were 
made by Western Electric.
They look to be a High Voltage Rectifier and have a 4 pin base.  I'm 
wondering if they were used in a
radar power supply (ship mounted use), sonar (that's a S.W.A.G), or 
something related.  If someone
knows, please let me know.

Thanks!!

Kim Herron
1-616-677-3706 

------------------------------
Message-ID: <052301c2f3d2$c04bf3c0$0cde400c@W5BVB>
From: <plmills@attglobal.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: What's a VT-255??
Date: Wed, 26 Mar 2003 14:03:19 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Kim,

The VT-255 cross references to a 705A which
is a WE tube.

Sorry, but that is all the info I have.

Phil

----- Original Message -----
From: "Kim Herron" <kherron@voyager.net>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Wednesday, March 26, 2003 2:03 PM
Subject: What's a VT-255??


> Hi Gang!!
>
>      I've uncovered a number of VT-255's.  They appear to be new, and were
> made by Western Electric.
> They look to be a High Voltage Rectifier and have a 4 pin base.  I'm
> wondering if they were used in a
> radar power supply (ship mounted use), sonar (that's a S.W.A.G), or
> something related.  If someone
> knows, please let me know.
>
> Thanks!!
>
> Kim Herron
> 1-616-677-3706
>
>

------------------------------
Date: Wed, 26 Mar 2003 15:07:10 -0500 (EST)
From: William Donzelli <aw288@osfn.org>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: What's a VT-255??
Message-ID: <Pine.SUN.3.91-FP.1030326150602.14002D-100000@osfn.org>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> The VT-255 cross references to a 705A which
> is a WE tube.

Used in many, many radars of the World War 2 era.

William Donzelli
aw288@osfn.org

------------------------------
Message-ID: <003501c2f3d4$7507b190$41503180@ejzlt>
From: "Ed Zeranski" <ezeran@concentric.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: What's a VT-255??
Date: Wed, 26 Mar 2003 12:13:45 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Raytheon VT255 (JAN CRP705A) halfwave rectifier, 5V/5A filament, 30kV/50mA
operating     http://www.tubecollector.org/vt255.htm

Pampanito has them listed with the SV radar
http://www.maritime.org/radio-sv.htm


Not sure where they were used but it sure wasn't an AA5 radio ;^)

EdZ

------------------------------
Message-ID: <000901c2f3e6$e8165300$64092c42@default>
From: "philip" <dgnova@erols.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Lamb silencer
Date: Wed, 26 Mar 2003 17:27:33 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

I found one article on the Lamb noise silencer in the Feb 1936 QST
Look at page 11

------------------------------
Date: Thu, 27 Mar 2003 13:04:35 -0500 (EST)
Message-Id: <200303271804.h2RI4ZEE101496@ecunet.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: KROHN-HITE 5700 PAPER
From: JOHN.SEHRING@ecunet.org

To: boatanchors@theporch.com

 > From: "Richard W. Solomon" <w1ksz@tiac.net>
 > Subject: RE: KROHN-HITE 5700 FUNCTION GEN--NEED PAPER
 > Date: Tue, 25 Mar 2003 18:27:29 -0500
 > 
 > Try the factory in Avon, MA.
 > They are nice folks.
 > 
 > 73, Dick, W1KSZ

Yes, they were very nice, thanks for the tip.  But, they wanted $100 for
the manual!!!  Oh well.

 -John Sehring (Thu, Mar 27, 2003, 11:30 am @ Beresford SD)  UCC  WB0EQ
              "Live long and prosper."  -John 10.10b (adapted)

------------------------------
Date: Thu, 27 Mar 2003 13:04:39 -0500 (EST)
Message-Id: <200303271804.h2RI4dis513419@ecunet.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: KROHN-HITE #5700 PAOER
From: JOHN.SEHRING@ecunet.org

To: boatanchors@theporch.com

 > From: Paul Beckwith <beckrep@citlink.net>
 > Subject: Re: KROHN-HITE 5700 FUNCTION GEN--NEED PAPER
 > Date: Tue, 25 Mar 2003 12:56:23 -0700
 > 
 > Don't have any paper for you, but I do remember that Krohn-Hite made
 > very robust products and had an excellent reputation.  Good Luck.
 > 
 > 73's de Paul K2LMQ

Thanks Paul.  Yes it looks vy hi quality, maybe made for Navy as can do
115/230 v 60-400 Hz AC, even tho is commercial in appearance, not Navy
grey.  I will do careful smoke test soon.

 -John Sehring (Thu, Mar 27, 2003, 11:34 am @ Beresford SD)  UCC  WB0EQ
              "Live long and prosper."  -John 10.10b (adapted)
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Message-ID: <4120033528144110@mindspring.com>
From: "Jason Login" <jlogin@mindspring.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BC-610 rf bias problem, help
Date: Thu, 27 Mar 2003 20:4:41 -0500
MIME-Version: 1.0
Content-Type: text/html; charset=US-ASCII

<p><pre>
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

***************************************************
*          To the SENDER of this email:           *
*-------------------------------------------------*
* Please don't use HTML tags or 'rich text' here. *
*        Set your emailer to turn that off.       *
***************************************************
</pre><p>
<HTML><HEAD>
<META http-equiv=Content-Type content="text/html; charset=windows-1251">
<META content="MSHTML 6.00.2800.1106" name=GENERATOR></HEAD>
<BODY>
<P>
<DIV></DIV>
<DIV>&nbsp;</DIV>
<DIV>&nbsp;</DIV>
<DIV>--- Bob Login</DIV>
<DIV>--- <A href="mailto:jlogin@mindspring.com">jlogin@mindspring.com</A></DIV>
<DIV>--- EarthLink: The #1 provider of the Real Internet.</DIV>
<DIV>&nbsp;</DIV>
<P>Hi, </P>
<P>Just spent the day working on a friends BC-610. The rig appears to be </P>
<P>working but output is about 200W at 300ma but the 250th looks very yellow</P>
<P>and bright glow as if its not tuned and radiating too much heat. I checked the bias</P>
<P>and found the required -110v but when the exciter is turned on the bias drops to zero!</P>
<P>I'm assuming that when keyed the bias also goes to zero and thats why the final looks</P>
<P>so hot and the output is low. If I take the rectifier from the exciter so that there is no power</P>
<P>to the exciter then the bias stays at -110v when the exciter switch is turned to the on position.</P>
<P>Why would the bias go off when the rig is keyed on? Any ideas would be welcomed!</P>
<P>Thanks and 73, Bob, AA8A</P></BODY></HTML>
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